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Ordering Informations O V 7 5 M x x x 1

Option
Output
Input 2
Input 1

Input 1-2 
0 - n.u.
1 - DVB-S 
2 - n.u.
3 - DVB-S2 
4 - DVB-T 
5 - DVB-C 
6 - AV-MPEG2-Encoder 
7 - ASI - Input/Output 
8 - ASI - Dual input
9 - Ethernet - Input
A - SDI - MPEG
Unapplycable:
2 x DVB-S2

Output

1 - Remux QAM 

2 - Dual QAM (with Transport Stream handling)

3 - Dual QAM (without Transport Stream handling)

4 - Remux COFDM

Example
OV 75 M 11 21	 = 2 x DVB-S Dual-QAM
OV 75 M 44 11	 = 2 x DVB-T Remux-QAM
OV 75 M 47 11	 = DVB-T / ASI Remux-QAM
OV 75 M 66 41	 = 2xAV-Encoder Remux COFDM
OV 75 M 40 41	 = DVB-T-COFDM Repeater

General
Housing		  Zinc die-cast
Size 		  260 x 200 x 30 mm
Connectors
RF-in / output 		  F-type
Operating temperature range 	 - 20°C to + 55°C
Storage temperature	 -25°C to + 75°C
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